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PROVIDE MOTOR ELECTRICAL CORE AND 
SHAFT COUPLED TO CORE 
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INSERT AND MOUNT ELECTRICAL CORE AND 
SHAFT INTO MOTOR FRAME 
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COUPLE FIRST BEARING ASSEMBLY BETWEEN 
END SHIELD AND INNER CAP 
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COUPLE SECOND BEARING ASSEMBLY 
BETWEEN INTEGRAL FIELD CUP AND FRONT 
END SHIELD AND INNER CAP 
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MOUNT END BRACKET AND INTEGRAL FIELD 
CUP AND FRONT END SHIELD TO ENDS OF 
MOTOR FRAME 



INSERT ELECTROMAGNETIC COIL INTO 
INTEGRAL FIELD CUP AND PROVIDE 
COMPRESSION SPRINGS OVER 
ELECTROMAGNETIC COIL 



I 



PROVIDE AN ARMATURE PLATE, FRICTION 
DISK, AND STATIONARY PLATE ASSEMBLY 
OVER COMPRESSION SPRINGS 
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PROVIDE A FAN TO MOTOR/BRAKE ASSEMBLY 
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ATTACH MANUAL BRAKE RELEASE TO FIELD 

CUP 
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PROVIDE AN ENCLOSURE TO ENCASE BRAKE 
COMPONENTS 
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Fig. 10 



